DFW181117-xxxx-Z3 Specification $HERBERAT
DIP Type Common Mode choke s,_u, SPORTON INTERNATIONAL INC.

APPLICATION
Power line noise countermeasure for various electronic equipment.
Noise countermeasure for AC adapter lines and power supply system

1. Shapes and Dimensions

Top View

Type A B
DFW181117 18.0Max. 11.5Max.

2. Ordering / Part Number Information

DFW 181117 - 153
1) (2)

(1) Product Group
(2) Dimension Code
(3) Inductance Code
(4) Tolerance Code
(5) Control Code

3. Schematic & Recommended Land Pattern

3-1. Schematic 3-2 Recommended Land Pattern
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The Recommended Land pattern is for reference only.
Please consult your manufacturing partners to ensure your company’s PCB
design guidelines are met.

The specifications are subject to change or our products in it may be discontinued without advance notice.

Please check with our sales representatives or product engineers before ordering.
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4. Electrical Characteristics

4-1. Electrical Specification

Part Number Inductance DC Resistance Rated Current HI-POT
(L) @1KHz, 0.25V (Roc) Max. (Ioc) Max. COIL TO COIL
DFW181117-153-Z3 15.0mH Min 220mQ 1.3A AC 1500V 605
DFW181117-253-Z3 25.0mH Min 210mQ 1.3A AC 1?2&\’ 60s

4-3. Operating Temperature Range
-40°C to +85°C (Including self - temperature rise)

4-4. Storage Temperature Range
Store this product under the condition of 5°C to 40°C, 20% to 60%RH and use within 6 months

5. Package Quantity
Standard Quantity for Packaging: 2,016 pcs/CTN

¢

1. Please make sure that your product is has been evaluated and confir ainstyour specifications when our product is

mounted to your product.
2. Do not knock nor drop.
3. All the items and parameters in this product specification h ribed on the premise that our product is used for the
purpose, under the condition and in the environment agree between you and us. You are requested not to use our
product deviating from such agreement.
4. Please keep the distance between transform omponents (refer to the standard IEC 950)
5. Soldering corrections after mounting should b nge of the conditions determined in the specifications.
Do not touch the component while it is hi (higher than room temperature)

6. Design as Customers Requested cifi

The specifications are subject to change or our products in it may be discontinued without advance notice.
Please check with our sales representatives or product engineers before ordering.
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