WCMA4532F2S Series Specification g $HEROERAT
SMD Wire Wound Common Mode Filter ¥ W SPORTON INTERNATIONAL INC.

APPLICATION
Power line noise countermeasure for various electronic equipment.
Noise countermeasure for AC adapter lines and battery lines for note book PCs, portable game
machines, and mobile phones.

1. Shapes and Dimensions

Terminations Wires

Unit: mm
Type A B F
WCM4532F2S 4.50.2 3.2+0.2 1.0 Typ.
2. Ordering / Part Number Information
WCM 4532 F2S - 800 S -
1) (2) 3) 4 ()
(1) Product Group
(2) Dimension Code
(3) Type Code
(4) Impedance Code
(5) Impedance Tolerance
(6) Control Code
3. Recommended Solderi ondition
3-1. Recommended Land Pattern 3-2. Recommended Soldering Profile
i . 10s max.
i S 20 1
0.75 ' 3.39 £
= 217
L] | X
B j= ¥
| E 150
1.35 24 1.35 =

Unit : mm
60 ~ 120s 60 ~ 1503

The Recommended Land pattern is for reference only.
Please consult your manufacturing partners to ensure your Time(s)
company’s PCB design guidelines are met

The specifications are subject to change or our products in it may be discontinued without advance notice.
Please check with our sales representatives or product engineers before ordering.
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4. Electrical Characteristics

4-1. Electrical Specification

Common Mode DC Rated Rated Insulation
Part Number Impedance Resistance Current Voltage Resistance
(Z) @100MHz (Rpc) Max. (Ipc) Max. (Vpc) Typ. (IR) Min.

WCM4532F2S-800S-N1 80Q+25% 0.07Q 3.0A 50V 10MQ
WCM4532F2S-121S-N1 120Q+25% 0.07Q 3.0A 50V 10MQ
WCM4532F2S-201S-N1 200Q+25% 0.10Q 2.0A 50V 10MQ
WCM4532F2S-601S-N1 600Q+25% 0.30Q 1.5A 50V 10MQ
WCM4532F2S-801S-N1 800Q+25% 0.35Q 1.0A 50V 10MQ
WCM4532F2S-102S-N1 1000Q+25% 0.40Q 1.0A 50V 10MQ

Notel. Ipc: DC current will cause an approximate AT of 40°C

4-2. Typical Electrical Curve
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4-3. Test Method

(1)Common Mode Impedance (2)DC Resj
Measured by Agilent 4291A RF Impedance Analyzer roma 16502 milliohm meter

Measurement terminal

Jeasurement terminal

AWl .

' ™
@ "V o @®
Measurement terminal

(3)Insulation Resistance
Measured by Chroma 19073

L@

Measurement voltage : 50v, Measurement time : 60 sec.

4-4. Operating Temperature Range
-40°C to +85°C (Including self - temperature rise)

4-5. Storage Temperature Range
Store this product under the condition of 5C to 40°C, 20% to 70%RH and use within 6 months.

5. Package Quantity
Standard Quantity for Packaging: 500 pcs/Reel

- ________________________________________________________________________________________________________|
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Please check with our sales representatives or product engineers before ordering.
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Note
1. Please make sure that your product is has been evaluated and confirmed against your specifications when our product is
mounted to your product.
2. Do not knock nor drop.
3. All the items and parameters in this product specification have been prescribed on the premise that our product is used for the

purpose, under the condition and in the environment agreed upon between you and are requested not to use our

product deviating from such agreement.

4. Please keep the distance between transformer/coil and other components (0 dard IEC 950)

- ________________________________________________________________________________________________________|
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